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GENERAL CLEANING
NOTE: Warranty may be voided if proper maintenance procedures are not followed.

STAINLESS STEEL

Scratches in stainless can be buffed out with Scotch-Brite™ pads or very 

f ine grit sand paper (steel wool is not recommended due to the mild 

steel f ibers contaminating the stainless surface, therefore leaving rust 

colored stains). It is also recommended that the surface of the grain is 

followed in the same direction when buff ing out scratches. Stainless, 

although very resistant to corrosive environments, does require periodic 

care and maintenance. 

Cleaning is necessary on all grades of stainless to prevent corrosive 

particles from gathering in the grain of the stainless surface. This results 

in a rust colored staining. Weekly cleaning with a good stainless cleaner 

will keep the surface free from corrosive particles. In environments where 

there is salt, chlorine or air pollution present, a weekly cleaning with water 

and liquid detergent followed by drying will keep the stainless surface 

free from contamination. If staining has occurred, the surface can be 

cleaned with a nonabrasive kitchen cream cleanser and a light coat of a 

good quality protective spray such as Fluid Film® can be applied.

CAST IRON / ZINC COATED STEEL

Wipe clean with a damp cloth, very mild soap and water. Abrasive 

sponges, detergent, abrasive powders should not be used to clean our 

metal furniture. 

For dirt, crayons, black scuff marks or any similar marks that are more 

heavily ingrained, a window-cleaning product that contains alcohol or 

specif ic product such as star brite Multi-Purpose Cleaner should be used.
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GENERAL CLEANING
NOTE: Warranty may be voided if proper maintenance procedures are not followed.

POWDER COATED (300 SERIES & 500 SERIES)

When cleaning the dust on the base surface, a dry cloth is suff icient. A 

damp cloth with cleaning agent may corrode the surface. Avoid contact 

of the base surface with corrosive liquids such as strong acids and strong 

alkalis. If any such contact occurs, clean it up immediately. Avoid sharp 

objects rubbing against the surface. If there are many scratches, you can 

repair them with a spray paint of a similar color.


